
P.O. Box 333

CA

B

WAFER

CLAPPER 30º

WAFER (SERRATED FACE)

BOTH FACES SERRATED
FOR GASKETS

SEE NOTE NO 5

ITEM NO PART
1 WAFER

2 CLAPPER

3 HINGE PIN

4 PIN RETAINER

5 SEAL (“O” RING)

6 EYE BOLT W/HEX. NUT
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NOTES

R.T.J. FLANGE FACE
AVAILABLE FOR 900 LB.
“B” DIM. INCREASED 1/2”

FLANGE FACE ALTERNATES

“O” RING FLANGE FACE
“R” DIM. IS “O” RING SIZE.

“O” RING FACE DIMS.
FURNISHED ON REQUEST

CLAPPER

WAFER CHECK VALVE

CYPRESS, TX 77410

"CHAMPION" CUSTOM Reduced Port
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1. VITON �O� RING INSERT IN WAFER IS STANDARD. 
TEFLON OR BUNA N NITRAL �O� RING OR METAL 
TO METAL CAN BE FURNISHED.

INSERT CAN BE PLACED ON CLAPPER UPON REQUEST2.

3. STAINLESS TRIM FURNISHED IF SPECIFIED.

4. �O� RING DIMENSIONS ARE I.D. 

5. FACE FINISHED RAISED UNLESS A FLAT DIMENSION 
IS REQUESTED.

6. ALL CORNERS HAVE 1/16" CHAMFER.

302 STAINLESS STEEL TORSION SPRINGS ARE 
ATTACHED ON SPRING PIN ABOVE CLAPPER. 
CLAPPER, PIN ASSY AND SPRING ASSY IS DROPPED 

BOTH ARE WELDED IN PLACE BY SS TABS.

Wafer Check Valves

SS SPRINGS ARE INSTALLED ON INDEPENDENT PIN.
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INTO SEPARATE MILL SLOT OF VALVE BODY. 
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SPRING STYLE FOR LONG 
AND SHORT PATTERN VALVES

 Long & Short Patten 
"Spring Style"
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